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Abstract We consider the problem of devising a unied

control policy capable of regulating both the robot motion
and its physical interaction with the environment. We formu
late this control policy by a non-parametric potential func

tion and a dissipative eld, which both can be learned fromjf

human demonstrations. We show that the robot motion al
its stiffness behaviors can be encapsulated by the pote
tial function's gradient and curvature, respectively. The
sipative eld can also be used to model desired dampin
behavior throughout the motion, hence generating motio
that follows the same velocity pro le as the demonstrations
The proposed controller can be realized as a uni cation a|
proach between “realtime motion generation” and “variabl

R

impedance control”, with the advantages that it has guaraﬁ:jg. 1: Motion generation determines a path to reach the nal state,

teed stability as well as does not rely on following a ref-

whereas interaction control is concerned with the problétescrib-

ing the robot behavior when perturbed. Both of these skileasential

erence trajectory. Our approach, called Uni ed Motion andsor safe and successful execution of many robotic tasksitngraph,

variable Impedance Control (UMIC), is completely time-
invariant and can be learned from a few demonstrations vi
solving two (convex) constrained quadratic optimizatiootp

lems. We validate UMIC on a library of 30 human handwrit-

the belted-ellipsoid illustrates the robot stiffness &t tbntact point in
gartesian space between the end-effector and the glass.

Compared to strictly controlled environments, this new-gen

ing motions and on a set of experiments on 7-DoF KUKAeration of robots should share a workspace with humans and

Light Weight Robot.

Keywords Potential eld variable impedance control
compliant control robot learning physical interaction
control motion control imitation learning motion
primitives

1 Introduction

cope with various sources of uncertainties while being able
to perform a considerably wider set of motions. The classi-
cal way of controlling robots through a pure position con-
troller falls short in addressing these challenges, and thu
new techniques should be sought. Robots that are consid-
ered to work outside laboratories and factories should be
able to safely and reliably interact with and explore the en-
vironment. Instead of precisely following a prede ned path
they should adapt their motion in realtime to changes in dy-
namic environments and be inherently safe to operate if they

There is an increasing interest to move robots out of faccollide with an unobserved object. They should also be en-
tory settings and introduce them into home environmentglowed with some learning capability to increase their appli
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cability beyond a repertoire of hard-coded motions.
For example, consider a task such as inserting a plug
into a socket. In this task the robot rst needs to know how
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Fig. 2: Our approach uni es motion generation and variable impede
control by devising a potential function( ); 2 RY that captures
this information. The energy levels and energy gradienéssawown in
solid red and solid black lines, respectively. The potérgigergy is
learned from demonstrations (shown in red circles), andoeapictured
as a valley with two signi cant parameters: a sldgand a curvature .
The slope%captures the motion behavior. If we drop a virtual ball
any of the demonstration points, this virtual ball followetrest of the
demonstration with an acceleration governed4gnd stops at the targe
point (illustrated in black star). The arrows highlightg tmotion due to
the slope% The curvature is perpendicular to the desired direction
motion and encodes the stiffness behavior. The green suviaoalizes

at a demonstration data point. The higher ththe more resistance th
virtual ball shows to perturbations, hence returning fagi¢he nominal
motion. Though not illustrated in this gure, our method @lencodes
the damping parameter throughout the state space to avoikhbsn.
Note that both%and are state dependent parameters and could
throughout the motion.

to move its links to reach the power strip not only from onethrough tunable impedance parameters. It allows customiz-
particular position, but from any point in the space. Motioning of the robot interaction property while the task is being
generators such as potential eldsHatib, 1986, dynami-  executed, for instance making the robot compliant in uncer-
cal systemsKhansari-Zadeh and Billar@011), or sample- tain regions, but stiff when necessary. The successfulampl
based planner&@vraki and LaValle2008 could ef ciently  mentation of variable impedance control has been shown in
provide this path when the environmentis completely knowrseveral works Ferraguti et al.2013 Ganesh et al.2012

Due to uncertainties in estimating the socket position ds weKronander and Billard2013, where a time-indexed trajec-
as the robot model, it is very unlikely that the plug perfgctl tory is tracked, with the robot's impedance properties ¢han
aligns with the socket holes and thus will not be insertedng along the trajectory.

properly. Typical situations that may be encountered &e:t 1o provide realtime adaptation to changing environments
plug does not touch the power strip, it collides with the sur-e g. if the target point or other objects close to the robot
face of the power strip earlier than expected, only one ofre displaced), a variable impedance controller shoulnl als
the rods is inside its corresponding hole, and so on. Even e endowed with a realtime motion generation capability.
aligned, inserting the plug into the hole with a pure motionHowever, there are two challenges in achieving this goal:
generator is challenging because slight uncertainty cald 1) ensuring stability of variable impedance control even fo
sult in a large force and eventually lead to instability andfo|lowing a time-indexed trajectory is dif cult, and the did
breakage. This is one of many examples in which a pure majon of realtime motion generator signi cantly aggravaites
tion generation is prone to failure. This task as well as mangng 2) the realtime motion generator operates disjointedly
other tasks that a robot may face in human environments emfrom the variable impedance controller and is thus unaware
phasizes the necessity of controlling both the robot motiofy ts limitations. Hence it may generate trajectories trat
and its physical interaction with the environment, 562 1 infeasible or non-optimal for the variable impedance con-
(Hogan 1985 Khatib, 1987). troller.

The term “interaction control” refers to regulation ofthe  To summarize, robots that are considered to work in hu-
robot's dynamic behavior at its contact points/surfaces, aman environments should be endowed with three key skills:
which energy may be exchanged with the environmidotian 1) the ability to adapt their motion in realtime to chang-
and Buerger2009. Interaction control is a fundamental re- ing environments, 2) the skill to smoothly shift from com-
quirement for successful execution of a task when itindudep“am to stiff (and vice-versa) when necessary, and 3) the
contact with an environment (e.g consider tasks such as pkarning capability to extend the robot applicability baglo
ishing, assembly, deburring, transferring, machining,sm 3 set of hard-coded motions. In this paper, we propose a
on). It also plays an important role in unstructured environ novel approach that can provide these three skills in per-
ments, where exact localization of objects is not possibleforming episodic tasks. We achieve this goal by proposing a
and the robot should safely and compliantly touch the ennon-parametric potential function that can capture both mo
vironment in order to perform the tasKlgatib et al, 2008  tjon and impedance properties (séig. 2). Our proposed
Villani and Schutter2008. controller, called Uni ed Motion and variable Impedance

Variable impedance control is one promising solution toControl (UMIC), allows the robot to safely and accurately
control the robot physical interaction with the environmen operate in a human environments. An estimate of UMIC
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can be learned from one or more demonstrations by solv- Note that if the state variable is de ned as the gen-

ing two convex constrained optimization problems. UMIC iseralized joint angles, . directly corresponds to the actual
time-invariant and is guaranteed to be stable when it comesorque command that should be sent to the actuators. In con-
into contact with passive environments. We validate the pettrast, if is de ned in task space, we use operational space
formance of our controller in simulation and on the 7-DoFformulation Khatib, 1987 to compute the actuators torque
KUKA Light Weight Robot (LWR). command from ..

The remainder of this paper is structured as folldBex- The main advantage of de ning. as described above
tion 2describes our proposed non-parametric potential funds that once a potential function is determined for the task
tion. Section 3ntroduces the UMIC control policy arBec-  at hand, stability of the controller unfolds naturally thgh
tion 4 describes how it can be learned from demonstrationghe use of Lyapunov's direct method. If we determine a rich
by solving two quadratic optimization problen®ection 5  representation for ( ) and ( ; - that can convey infor-
focuses on stability analysis of the proposed contrdlec-  mation about both motion and impedance properties of the
tion 6 reports on experimental evaluation on simulated andask, then we reduce the complex problem of “ensuring sta-
real robotsSection 7discusses different aspects of the pro-pility of a variable impedance controller with feedback mo-
posed method and compares it with two state-of-the-art vartion planning' to a much simpler problem of learning a po-
able impedance control techniquBsction &eviews the re-  tential function ( ) and a dissipative eld ( ; J.
lated work, and nallySection 9summarizes and concludes
the paper. i

Note that to enhance the readability of equations we usé-1 Data Collection
the following convention throughout the paper: typeface td_et us assume we are provided with a seNokinesthetic

refer to scalars (e.@), lowercase bold font for vectors (e.g. demonstrationf " ; tn; tn gtT:no;';“n:1 and their correspond-

a), and uppercase bold font for matrices (e?gd. Unless ing stiffness property St gtT:"O:;“:]:l _whereStn 2 Rd d
otherwise speci ed, we consider the following notationfwi are positive de nite matrices. Without loss of generaliteg
their unit speci ed in parenthesis: assume the task is de ned in the target frame of reference,
— Potential energy terms and o(Joule). ie. T"n = =0,8n2 1L:N. This can be achieved by a
— When referred to linear motions: state variablgn),  simple translation of demonstrations. Furthermore, tacavo
stiffnessS(N=m), dampingD (N:s=m), forcef (N),  presence of several indices, we simplify the notation by con
and dissipative eld (N). catenating all the demonstrations for each variable in® on
— When referred to angular motions: state varialflad),  single vector. Thus, instead of referring to the demonstra-
stiffnessS (N:m=rad), dampingD (N:m:s=rad), torque tionsag (:)"" gtT:"O;'}:l , we use the notatio(:)' g, , where
f (N:m), and dissipative eld (N:m). T = N TN is the total number of datapoints. The in-
Note that our state variables can be composed of bottlexi can be easily computed for ea¢hn) with a sim-
linear and angular motions, which in this case we have @le algorithm. To avoid addressing the correspondence prob
combination of these units. When describing our methodem, demonstration trajectories are shown from the robot's
through examples, without loss of generality, we considepoint of view, by the user guiding the robot's arm passively
a state variable that is de ned in Cartesian space with théhrough the task (i.e. kinesthetic demonstration). No& th

following structure: =[ 1 > 3]" =[xy z]. throughout this paper we use the tecentersto refer to ',
while we usadatapointgo refer to the whole collected data
set, i.e.including’, £, ' andS'.

2 Formalism Stiffness property can also be collected from different

Consider a state variable2 RY that can be used to unam- Strategies such as: direct mapping from pressure sensaortatbu
biguously de ne the state of a robotic system. The state varion the wrist of the robot{ronander and Billard2013, be-

able , for instance, could represent the robot's generalizedd inversely proportional to the variance of the demonstra
joint angles, the position and orientation of the end-aéiec  tions (Calinon et al. 20108, being extracted from human

or solely position or orientation of the end-effector. We de demonstrationsHoward et al. 2013, or manually de ned

minus a dissipative eld ( ; J):RY 9 71 RY: and damping property from human demonstrations is not the
main focus of this paper. In this paper we assume this infor-
c=r () (9 (1) mation is available using one of the state of the art tech-

1 Atime-invariant system is a system whose output does ndicexp hiques. We refer interested readerstdpgard et al,. 2013

itly depend on time. Note that such system could have depeycden ~ Kronander and Billarg2013 for more information on col-
time derivatives of the state variabll¢tine and Lj 1997). lection of impedance properties from human.
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2.2 Potential Energy N =

We associate an energy elemeht: RY 7! R* to each of
the demonstration data points

A
i — 1 T ci i H .
()= ot =( ) S'( ) 8i2 1T (2 .

2 -2 -1.5 -1 -0.5 0 0.5 1 1.5 2
where }) 2 R* is a constant scalar, a{d” denotes the ) o (m)z )
transpose. For each energy eleméit ), the force by which sl- -9 A 9
aparticle is attracted to the centet is given by S'( I ?z | L T~

"). Thus the higher th&', the more the attraction force o — ? | A |
is. Although the constant; seems unnecessary when we 3 i l?é PP | i
solely look at one energy element, as we will illustrate in 2 2r . =2 = | U
Section 3it is of signi cant importance when we consider — i}  ~-. | | et .
the accumulating effect of all energy elements. ok el By B } |
We choose the kernel regression method to build thetc = 15 1 s o o5 1 15 2
tal energy (potential) function based on the energy elesnen: 9 (m)

i . Ata query point 2 RY, we determine the contribu- Fig. 3: lllustration of the potential energy for a 1 dimensionajeca
. () f f? yp | ina G ian k I tory de ned by three data points. The total potential endghown in
tion of each energy element using Gaussian kernel: black line) is determined from the nonlinear weighted sumpaténtial

I i( )= e ﬁ( DTN 8i 2 1T 3) energy elements (shown in colored .da.\shed lines). Nonlimmghts
associated to each energy element is illustrated on thdrtaggions

h i o R* thi t trollina th close to a data point, its associated weight increases,hasdthe to-
where are smoothing parameters controlling the.,, energy smoothly switch to the potential energy eleméthat data

region of in uence of each energy element. The total potenpoint. The following values are used* = 1, 2 =0, 3 = 1:5,
tial energy at is given by: é = 22, 3 = 0, $=4,8=3,82=1,S% =15, and
= = =0:5.

P T i i
(): p—l() () (4) - .
szl Li() centered at the desired nal point. In the example shown
= in Fig. 3, () has its global minimum at = 0:136. To
Let us simplify the notation by denoting iT:l with force the minima to occur at = 0, one solution could be
and de ning the normalized weights ( ) by: to change 3 from 4 to 16:2. We will elaborate on how we

learn the values of}, in Section 4

. 1
()= pl ) 8i 2 1T (5)
i He) 2.3 Dissipative Field
ThenEq. (4)can be simpli ed (notation-wise) to: We associate a simple linear dissipative eld( ) : RY 7!
RY to each data point, which is given by
X . )
(): L_'() I() (6) I(_): DI— (7)

! whereD' 2 RY 9 are positive de nite matrices. The to-

Note that the nonlinear weights () have the follow- tal dissipative energy can be computed through nonlinear
ing two properties0 < () land H() =1, weighted sum of each dissipative element ):
8 2 RY. Considering these properties and the fact that : :
'( ) are positive scalars (sdgq. (2) yields the relation (:9= _ H() (9 (8)
() 0,8 2R '
Flgure 3shows potential energy elements for.a one d|-3 Uni ed Motion and Impedance Controller
mensional trajectory de ned by three points. In regionselo . . )
to a data point, its associated weight increases, and teus tfPur Uni ed Motion and Impedance Control policy can be

total energy smoothly switches to the potential energy ele2Ptainéd by taking the gradient 6. (6)and substituting it

ment of that data point (which takes a quadratic form). De8S well asEq. (8)into Eq. (1) After doing a few rearrange-

pending on the values of , S', i, and ', the potential MeNts, we obtain:

energy function may have one or more minima. Since the _ = 1 Y () () ( D)
centers ' and their associated stiffneSs$ are given by the i (1?2
user, we need to determine the value §fand ' so as to

force () to have one single minimum, which should be

H()s'( H+D'- 9)
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There are three main termskiy. (9) Let us de ne:

. 1 . . .
r|10minal = ( i)2 !‘I( ) I( ) ( ) ( I) (108.)
e = HOIS'C ) (10b)
damp = H()D' - (10c)
then we have:
X X ) X
c= rlnominal + ellttract (118.)
i i i
= nominal T attract T damp (11b)

. ) . Fig. 4: lllustration of UMIC as perEgs. (9)and (11). In this graph
Let us introduce the following two de nitions before fur- we consider = [x y]T. For clarity, only three center-points are

ther discussion: considered (indicated by a cross). The query poiig indicated by a
Direction of nominal motion: At a center point |, the di-  hollow circle. The nonlinear weights' ( ), ~'** (), and~'™ ( )

. . L . . are respectively shown in red, green, and blue through an B&@
rection .Of r_lommal mOt'OT‘ 'S.the direction tha_t connects %ap. For instance, the more red the color is at a region, titeehithe
center ' to its nextcenter'*! in the demonstration. Infact, value'( ) has at that region. The UMIC control policy, i.e; in
if the robot starts the motion from= ! (i.e. top-center of

Eq. (9) is illustrated by a double-headed arrows. The labels nainin
the graph inFig. 2), we ideally want it to go through all attract, and damp are de ned accordingHEq. (11) The dashed line
the centers and stop at . The terms | in Eq. (11)

shows the resulting path by integrating the motion from therg point

nominal . For further details refer t8ection 3
are mainly responsible to generate the nominal motion. In
Fig. 2 the nominal direction of motion is indicated by ar-
rows.
Direction of attraction: At a point 2 RY, the direction
of attraction is a vector that connectso the closest center The UMIC control policy ¢, i.e. the net effect of all
point ! in the demonstrations. For exampleFig. 2, the  these forces, is shown by a double-headed arrow. This value
direction of attraction lies on the green vertical surfage f is mostly in uenced by the center*! at the current query
any point on the surface. The termg.,; in EQ. (11)are  point. This term pushes the motion towards' and slightly
mainly responsible to generate the attraction force tosvardto its right. If we continue the motion for a few iterationiset
the nominal motion. query point will pass near*? and eventually converges to

Figure 4provides an illustration oEq. (9) For clarity, the nominal motion (see the dashed line). Note that all the
only three center-points are shown. The query poiris  vectors inFig. 4 are essentially acting at the query point;
indicated by a hollow circle. The nonlinear weighty ),  however for the clarity of the graph, we draw each of them
H*1 (), and~"*2 () are respectively shown in red, green, at its corresponding center point.
and blue through an RGB color map. For instance, the more As stated before, each term Eqg. (9)is dominant in
red the color is at a region, the higher the vakié ) has  providing a certain behavior. The tern), .y de nes the
at that region. At the query point, we could observe thahominal motion. Although it does not explicitly appear in
the center point'*! is more dominant than the other two Eq. (9) through a few rearrangements we could observe

terms éamp ; j = izi +2,which act as dissipating elements;
pumping the energy out of the system.

terms. The terms] ... i = iui +2 are illustrated that } in Eq. (2)play a major role in changing the value
as a triangular-headed arrows for each center. These terro ,ominal -
determines how the motion should evolve to create a be- X 1 _ ,
havior similar to the nominal motion. For example, if the nominai = 2 ) () ) ( )
robot is currently at = T, these terms derives the robot [ ( _
towards the next data point in the demonstration, which is X H( )( y M) b+
i*1 The length of the vector indicates its magnitude. As it (1) o 0
is expected, it is larger for'*! due to the higher value of ' , o _ : , o
ML), + (38 ) H)yl;sh ) a2

The sharp-headed arrowsiillustrate the terfgs, ; j = j
izi +2, which de ne the attraction force towards the nomi- where '( ;S'; ') = ( NTSi( ') is a quadratic
nal motion. These terms can be perceived as a set of sprinfsnction. As can be seen iBq. (12) nominal IS @ linear
that connect the query point to each center points. Due to thienction of . Furthermore, by inspectirigs. (10bjand(10c)
nonlinear weights, the effect of these springs varies based we could observe that none of the termgact and gamp
the query point . The diamond-headed arrows indicate thedepends on ;. We will use these two properties later on
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Si =200l

20 = (?0) default 20 = 2(?b) default S' = 1001

10

0.4
0.2

0" s ° y 0 0 ° y Fig. 6: Effect of stiffness on the potential energy gradient. Tiftnsiss
values on the right graph are twice the ones on the left. Aéopa-
rameters are identical between the two graphs. The mototsstom
top-right of each graph and terminates at the bottom. Detratiens
are shown by red circles. By increasing stiffness, the yaiiehe po-
tential function becomes steeper, hence points are atréoivards the
centers more rapidly. In contrast the slope along the ndmioéon is
identical between the two graphs. This is due to the factttiiaislope
is mainly governed by the parametej. Note that to enhance clarity,
the potential energy is only illustrated on a portiorxey domain.

Fig. 5: Effect of | on the potential energy gradient. The values fpf
in the right gure are twice the value of} in the left graph. All other
parameters are identical between the two graphs. Demtossare
shown by red circles. Increasing the value ¢f results in increasing
the value ofr  along the direction of motion, while the attraction
force towards the nominal motion remains unchanged (coenpava-
ture of corresponding green surfaces). Note that to enheadéy, the
potential energy is only illustrated on a portionxafy domain.

to learn { from demonstrations by solving a convex con-  Note that all the computations to determine the control
strained optimization problem. Also note th@bmina  lin-  command . are performed online. The computational com-
early depends on the stiffness matri€&s plexity of our controller grows linearly with the number of
Figure Sillustrates the effect of changing on nominai - data pointd” and quadratically with the dimensionaliy|f
In this graph, the motion starts from the top-right and termi diagonal stiffness and damping are used, then computationa
nates at the bottom of the graph. The green parabolic-shapedmplexity grows linearly in botf andd. As a result, in
surface illustrates the curvature of the potential funttd either case, the required number of operations to compute
one of the center points'. The values of  on the right s tractable and as we showcase through several robot exper-
graph are twice the value of, in the left graph. All the other  iments, online computation of the control command can sat-
parameters are identical between the two graphs. As can by the strict realtime requirement enforced by robotshsuc
seen the curvature of the potential function, highlightgd b as KUKA Light Weight Robot.
green surfaces, is (nearly) identical in both graphs. s i
dicates that the attracting force towards the nominal nmotio
is the same in both cases. However, each center point at tﬁle
model on the right achieves a higher potential energy tisan it Section 3 we presented the UMIC control policy. It re-
corresponding center on the left. As a result, the model ofains now to determine a procedure to build an estim.ate of
the right generates a greater force along the nominal motiotie UMIC from a set of user demonstrations. The centers
than the one on the left. and their associated stiffneS$ are known and given by the
The terms /o Mostly determine the impedance prop-collected demonstrations. It now remains to determine the
erty, i.e. how much the robot should resist when perturbedalue of ', , andD' such that the target point becomes
along the direction orthogonal to the nominal motion. Fromthe attractor of the potential functior( ) and the robot fol-
a different perspective, if the robot statds within the re-  lows the same velocity-pro le as shown by the demonstra-
gion of in uence of a center!, the higherS', the faster tions.
the robot moves towards . Figure 6Gillustrates the effect of To simplify the learning algorithm, we could preset the
changing stiffness on the control policy. As highlighted be value of smoothing parameters. Essentially, as we will
fore, rst observe that the value of stiffness can be viguall show later on, by presetting the value df we transform
perceived as the curvature of the potential eld. The highela non-convex optimization problem into a quadratic opti-
the stiffnessS', the more curvature the potential eld has mization problem, which is convex and has a unique global
at '. As can be seen, the change in stiffness mainly affectminimum. Additionally, it makes the optimization compu-
the component of . along the direction of attraction. The tationally fast and tractable especially in higher dimenai
centers on both models have nearly identical potential erproblems. There is a trade-off in selecting values'ofA too
ergy, therefore generating similar forces along the nomindarge or too small value for' are not desirable as it makes
motion. the potential function over or under smoothed, respegtivel

Learning the UMIC Control Policy
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As arule of thumb, we choosé so as at leagi%ofthe data of ' with their value being selected based on the desired
points remains within th& ' distance from each centet. acceleration for the robot at zero velocity starting frofa di
There is a redundancy inherent in selecting the valueterent regions in the task space.
of § andD'. For example, consider we want the robotto  Asthevalueof ( ) only depends on}) (seeEq. (12),
move with a constant speed in some region in the task. Givetne optimization learning parametersis a vector created
the current robot state and -, this can be achieved by set- from concatenation of all, i.e. = [ § 01 An
ting Eq. (11)to zero. |§|ncéS' are given, the contribution estimate of can be obtained by solving the foIIowmg con-
of the attracting terms ;| Jwact IS Xed. However, there strained quadratic optimization problem:
are in nite ways to select the nominal and damping terms to -
makeEq. (11)?0 zero. We could .explon this redundancy to inJ( )= 1 ke (o )+ ik (13a)
better customize our control policy. -
Essentially, we want our control policy. to apply a =

non-zero generalized for& 2 R9n ; _= 0. In other S‘_*ble"t tg

words, we want the robot to be able to start the motion fromo™* o 8i=1:T;i2 ;i +12 (13b)
static at any point except at the target, otherwise it may ge&j A 8i=1:T:i?2 (13c)
stuck in a local minima. By inspectirteg. (9), we could ob- r()=0 - (13d)

serve that at zero velocity, this force is solely given by the
negative of the potential gradient, i.e. ().

Since there is usually inaccuracy in modeling the physi-
cal properties of the robot, e.qg. joints friction, it is evear-
ticularly important to impose a lower bound on the magni-
tude of the potential gradient. For example we notice that .,
even on a high-performance robot such as KUKA LWR-lv, - (1= @ (14)
when controlling it in the operational space, a generalized
force less tharPN barely moves the robots. Thus, when  The constraints given bizgs. (13bjand(13c)are essen-
working on this robot, we need to at least have a lower boun#ial to ensure that are positive and energy consistent, i.e.
of 2N on the potential gradient. for each demonstration trajectory the energy decreases by

Putting together the above factors, we want to have &oving along the demonstration and always remains posi-
non-zero potential gradient across the demonstrations. THive. Note that we use inequality instead of strict inedyali
value of the potential gradient solely depends on the paranio avoid Unnecessary constraint to decreagaf the two
eters L. Hence, it allows us to split our learning algorithm Neighbor points ' and '** are identical Equation (13d)
into two phases_ ]_) |earn|ngo to achieve the desired po- also veri es that the gradlent at the target p0|nt will beazer
tential gradient at each training data point, and 2) legrnin ~ The optimization problem given biq. (13)hasT pa-

D' based on the estimated value ¢fso as to generate the rameters withT inequality constraints and equality con-

where is the set of indices that corresponds to the last
point of each demonstration trajectory, which by construc-
tion is placed at the target point:

same velocity pro le as the demonstrations. straints. Although it may not be explicitly cleaEg. (13)
can be transformed into a constrained quadratic optimiza-
4.1 Learning Parameter$ tion problem after a few rearrangements (8e@endix A.

Therefore, despite the high-dimensionality of this optiai
tion problem, it can be ef ciently solved within a few sec-
onds using the state-of-the-art solvers such as cvxgert
tingley and Boyd2012).

Figure 7shows an example of learning a 2D motion from
a single demonstration trajectory composed of 500 datagoin
(\We choose ' = 0:02,S' = 100N=m, andk 'k =5N.We

Let us assume' 2 RY are the desired negative potential
gradient at each point,i.e. "= r (', ). Note that
depending on how is de ned (i.e. position, orientation,
joint angle, or their combination), the unit of may beN ,
N:m, or a combination of them. The direction of each

is given by( *! =k i+t k. Its magnitude is de-
termined based on the characteristics of the robot and t

joints friction, and low enough not to cause any injury if the 0 by drawing uniformly from[0 10} Obviously this is a
robot suddenly collides with a human. The value 6fdi- bad initial guess and as can be seefil 7athe potential
rectly determines the end-effector acceleration whetistar fupctlpn |pclud_es several local m|n|.m.a. nght.after one-opt
from zero velocity. Without loss of generality, we considerm'z’?mon |t(larat.|on, all thesg .Iocal minima vanish gnd the po
constant magnitude for all' for each experiment. This al- tential attains ts global minimum at the target (§ég: 7h).
lows t‘? have a ”_‘F’re _prEdICtable robot motion throthOUtthe 2 Note that ' point at the negative direction of potential eld gra-
task without limiting its performance. However, wheneveri gient ier (i; )= . Thisiswhy ' appears with positive
is necessary for the task, one can apt for variable magrstudsign inEq. (13a)
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04 <«

Direction
of Motion

@ (b) ©

(d) (e) ®
Fig. 7: An example of learning a 2D motion from a single demonstretiajectory composed of 500 data points (for clarity of tlyaire only
every fth points is shown). The initial guess on the paraengt | is obtained by drawing uniformly frorf0 10]. The potential from the initial
guess includes several local minima (§ég. 79. Right after one optimization iteration, all these locahima vanish and the potential attains its
global minimum at the target (s€&g. 7b. The optimization terminates within 50 steps and achibeedesired potential gradient and stiffness.

The optimization iterates 50 steps to obtain the desired p&j = 1:TV (16)
tential gradient and stiffness for this pattern. Due to the-c THj— Y. THio Y. T = el
vexity of the optimization problem, the obtained solutisn i . . . . . L
. T+ = 1§. ST+] :Slj' DT+] :Dlj.
globally optimal. ' ' '
: . . . . T+ 7. i— 1Y
Existence of a solution:A concern that might be risen is o = o =

that whether there is any feasible solution to the optimiza- i i )
tion problem above. In other words, is it possible to deter- Equations (155nd(16) simply create a new data point

mine a combination of |, that satis es all the constraints? for each center that is active at the origin. This results in

i \' —_ STV H
By integrating backward the traveled distance for each demgavmgT +T centers. For alj - 1,"T ! the mdex_of the
stration (i.e. from the target to the initial point), we coul €W (virtual) data point ig + j, which is virtually link to
) ) . . . Vo . . .

obtain a good initial guess forl, that satis esEgs. (13b) its count.grpartwnh.lndekj in the onglnal demo'nstratlons.
and (13c) However, ensuring existence of a solution that! € position, velocity, and acceleration of the virtualtees
satis esEq. (13d)is non-trivial are negative of their corresponding counterparts in theshct

To address this concern, we introduce the notioxief demonstrations, while their remaining properties (stiffs,

tual demonstrationLet us de ne a set of indicels’, which ~ d@mPing, etc.) are exactly similar.
includes all the centers' that are active at the origin (i.e. \_N'th the add|t|o.n of _th's new (virtual) data set to the
target point): original demonstrations, it can be shown that for eatttere

is a small positive scal@x< ( ),wherekr ( )k ().

IV=fi2 1T j~(0)> g (15) Note that () goes to zero as goes tq zero. This relgtion
holds for any demonstrations, ensuring that a feasible so-
where0 < 1is a very small threshold number. The lution always exists within a( ) tolerance. By tuning the

setl ¥ containsT ¥ elements. We use the notatibfi, j 2  parameter we could de ne a tolerance on satisfying the
1.:TV to refer to thg -th element of the set. We now de ne a optimization constraint given biq. (13d) which is a com-
set of virtual demonstration and append them to the originahon requirement when doing numerical optimization.
demonstration as follows: Note that we train the control policy based on the orig-
inal and virtual demonstrations. The use of virtual demon-
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strations provides us witieoretical proofon availability of Potential Energy Landscape
an optimal solution for any set of demonstrations. The addi-
tion of virtual demonstrations does not increase the number
of optimization parameters because they are simply set to
the values of their corresponding counterparts in the 10aigi
demonstrations. Despite this, the user is not obliged to use
virtual demonstrations as practically the optimization-us
ally converges with only using the original demonstrations
Figure 8shows an example of learning a potential func-

tion from a 2D demonstration. For illustrative purpose, we
consider a straight line motion composed.60data points.
Weset ' =0:025and =10 °, whichresultin creating 12
virtual points. The original and virtual points are shown by
red and blue circles, respectively. The desired potent&l g
dients are de ned as follows:' = [5;0]N; 8i = 1::99and

100 = [0; O]N . We consider the desired stiffness to follow
asine curve, i.eS' = s'l , wheres' = 200(sin2 k k)2 + Virtual data _ o 02
100N=m. The potential function is learned so as to re ect 0.2 y (m)
the desired behavior: its landscape becomes steep in B2gioN change in sti, ness along y-axis Attracting force towards y = 0m
with desired high stiffness and shallow in regions with low 00 -1
stiffness. The potential gradient at the center pointsfis (a = 5
proximately) constant with the norm equal to 5. This can bell |
observed by looking at the distance between the energy levz
els. Note that in a small region around the target the patenti ¥ 190
gradient smoothly decreases to force the motion to stop at 1o

=
[&]

Stiff

=
o

a1

Compliant

) (Joule)

'
[y

00

r)y(N)

\

. 4 . 08 -06 -04 -02 0 -1 -08 -06 -04 -02 0
the target, which is necessary to ensure stability. The norm x (m) x (m)
of the potential gradient at the target poinkis ( )k = Fig. 8: lllustration of encoding variable stiffness with UMIC. Fdar-

2:47 10 15N, indicating that the optimization constraint ity of the gure, we consider a straight line nominal moticlorag the
Eq. (13d)is satis ed with a very small tolerance. Hence- XI'aXiS- The 9”9|i”a' aﬁld virtual FO"ES are .Shgwﬁﬁ?é;ed ?]“d;m"'
forth, we use virtual demonstrations in all the experimentg. > respectively. In this example, the desired stiffiassg the direc-
: . ) . ion of attraction (i.ey-axis) follows a sine curve (see bottom-left). As
we reportin this paper; however for clarity of graphs, we doj result, the potential energy landscape becomes steegiamsawith
not illustrate them. desired high stiffness and shallow in regions with low s&fs (see
top). The gure on the bottom-right shows the attractingtotowards
) ) the nominal motion at lineg = 0:01 andy = 0:02. As expected, this
4.2 Learning Damping Parameters force increases proportionally to the stiffness and to tkeadce to the
The velocity . and generalized forcé at each center point "°minal motion.
' are provided through the demonstrations. The value of the
potential gradient at' can be directly computed based on 7 yemonstrations. As can be seen both the pattern and the
, L ) . _
0 as descnbgd isection fl.l Leti us assume the damping velocity pro les are learned successfully.
matrices are in the for ' = ‘1 L theTn we could com- Note that based on our experimental evaluation, the as-
pute an optimal value for = [d d_ 1by solving the g, ntionD i = dil is not limiting and allows to perform a
following convex optimization problem: wide variety of tasks. However, in case it is necessary, the
optimization problem given b¥q. (17)can be easily ex-

minJ( )= 1 k'+r (H+ ("1 )k (17a) tended to the case wheE' is a diagonal matrix that has
T different eigenvalues along each dimension. The extension

subject to to have a full matrixD' can also be achieved, though at

" 8i=1:T (17b) the cost of solving a more complex optimization problem. A

summary of the learning algorithm to train a UMIC model

where" > 0is a lower bound on the value of the desiredfrom demonstrations is provided Algorithm 1.

damping. Similarly to the previous section, this optimiza- - .

tion problem is also quadratic and thus has a unique globéla Stability Analysis

solution, which can be obtai‘ned quickBligure 9shows an  The UMIC control policy given byeq. (9)is by construc-
example of learning andD ' for aJ-shaped pattern from tion globally stable because it is modeled by a potential
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Fig. 9: An example of learning}, andD ' for aJ -shaped pattern from
7 demonstrations. The thick blue line shows the reprodootibthe
task from an initial point on the top of the graph. As can bendsath
the pattern and the velocity pro les are replicated sudctlgsThough
not shown in the graph, this motion can also be generatetihgtfiom
other points in the state space.

Algorithm 1 Learning UMIC from demonstrations

overcome the problem by providing an additional demon-
stration that starts from the spurious attractor. In féuis, ts

well within the context of active learning, where the robot
could ask the user for help (providing more information)
when it faces any issue during execution of a task.

6 Experimental Evaluations

We evaluate the performance of the proposed control policy
via three sets of experiments. The rst experiment is per-
formed on the LASA human handwriting librariiansari-
Zadeh 2017). This dataset contains thirty handwriting mo-
tions recorded from Tablet-PC, and has been used as a bench-
mark dataset to evaluate the performance of different move-
ment generator algorithm&fiansari-Zadeh et al2013.

With this experiment we illustrate the capability of our imed

in modeling complex motions. The second experiment in-
cludes a reach and place task on the 7-DoF LWR robot.

1: Collect a set of demonstrations as describeBiéntion 2.1 . .

2: Set the parameters based on the task requirements. Through this experiment we demonstrate how our controller

3: De ne desired magnitude of' based on the task requirements.  allows to safely execute a task while being able to precisely

4. Create virtual demonstrations as describe8éation4.1 1506 an object on the desired location. In addition, we show

5: Estimate the parameters, by solving the convex optimization . . .
problem given byEq. (13) case the suitability of our method for realtime execution on

6: Estimate the damping paramet&s$ by solving the convex opti-  robots. The third experiments reports on performance quan-

mization problem given b¥q. (17)

function and a dissipative eldKhatib, 1986). It also im-
plies a passive mapping from external forgg to - hence
ensuring that the robot remains stable in contact with anyeriment is also performed on the LWR robot.

passive environment. The proof of stability is provided in

Appendix B This is a key feature as @nsures global sta-

ti cation of the UMIC controller in encoding different sfif
ness pro les while following a same nominal motion. With
this experiment we highlight that despite unifying motion
generation and variable impedance control, our controller
still allows the user to modify each part separately. This ex

Note that in all our experiments the origin of the refer-
ence coordinates system is attached to the target.

bility (safety) of the task regardless of the situation of the
robot and its surrounding environment. Note that by unify-
ing motion generation and impedance control, the notion o
tracking a reference trajectory is entirely removed from ou The recorded motions in the LASA human handwriting li-
approach. Hence, it is only suf cient to show the UMIC sta- brary are two dimensional, i.e. = [x;y] 2 R?. For each
bility for the regulator case. pattern, 7 demonstrations are provided by starting the mo-
Furthermore, the learning algorithms propose®&ac- tion from different initial positions (but fairly close taaeh

tion 4 determine the parameter§ such that the target be- other) and ending at the same nal point. All the demon-
comes the attractor of the potential functiof ). Thus, we  strations have the same number of datapoints, and may in-
could ensure local asymptotic stability of the system in dersect each other. Among the 30 handwriting motions in
region close to the demonstrations. Although it is not possithe library, 26 of them include one single pattern, thredwit
ble to theoretically prove global asymptotic stability bet two patterns, and one with three patterns, Bep 10 We
controller, as we will showcase through various experimentstart by averaging all the demonstrations for each pattern,
in Section 6 our controller is practically globally asymp- hence obtaining a single demonstration for each one. Dis-
totically stable (note the difference between stabilityd an cussion on the advantage of performing this step is provided
asymptotic stability). This is due to the fact that the termsn Section 7.4
Si( 1 attracts a point 2 RY that is far from demonstra- In this experiment we manually set stiffness to linearly
tions towards the nominal motion (i.e. the centds Once  increase fron8° = 1001 at the initial point of each demon-

is suf ciently close to the demonstrations (i.e. within#dc  stration to300 at the target point, whele2 R? 2 denotes
asymptotic stability region), then it will converge to thee-t  the identity matrix. We choosé =5, andk 'k = 500 for
get; hence the controller becomes globally asymptoticallall the demonstrations.
stable. Although we have not practically faced a spurious The collected demonstrations are shown with red thick
attractor in our experiments, if it happened, the user couldine in Fig. 10 The gradient of the potential energy of the

?‘.1 Experiments on Human Handwriting Motions
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Fig. 10: Learning 30 human handwriting patterns using the proposattaler. In this graph, the potential energy is illustéby color gradient.
The white color indicates zero energy and it gradually iases towards blue. The target point is shown by a star. Thestid lines indicates
the potential energy gradient. Demonstrations are iiistt by a thick solid red line. The thick black line shows thetion when it is started at
the initial point of the demonstration(s). We could see thatlearned model precisely captures the motion from theodetration(s) because the
black line follows the red line throughout motion. For manéormation refer tdSection 6.1

trained models are superimposed on the demonstration. Thiee training. However, due to its time-invariancy, its gene
thick black line shows the motion if it gets started from thealization is also based on spatial situation. Thus, if wet sta
initial point of the demonstration. As can be seen, the mothe motion somewhere close to the middle of the demonstra-
tions generated from the learned model matches the demotien (e.g. poin{ 20; 40]in the rst model), only half of the
strations, indicating that the nominal motion is being suc-attern will be reproduced. This kind of generalizationldou
cessfully captured by the trained model. The thin lines shovbe a feature or a drawback depending on the application. If it
the trajectories generated from the learned model startinig important to exactly reproduce the desired patternistart
from other initial conditions. We could see that all the mod-from any point in the space, then it is necessary to place the
els are asymptotically stable at the target. Furthermbee, t origin of the frame of reference at the initial point (inslea
main pattern is properly captured in each model and can bef the target, the way we consider it throughout this paper).
reproduced when the motion starts close to initial points of
demonstrations. For multi-patterns models, UMIC is able to i
successfully capture the desired patterns as long as teey a§'2 Experiment on the KUKA LWR Robot
spatially separable (see the last four modeBigm 10). In this experiment the robot is required to place a hammer
Note that our controller is time-invariant, and thus it de-into a toolbox in front of it. To better illustrate the safety
rives the motion only based on the spatial information. Thideature of our controller, we signi cantly limit the robet'
time-invariancy makes our controller inherently robust toperception of the environment. In our experiment, the robot
temporal perturbations, hence increasing the contreléafety. only knows the toolbox's position, and thus is not aware
In addition it frees us from all the problems associated withof any object that may come into its path. This experiment
time-warping of trajectories to properly align them beforecould be representative of situations where human and robot
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Table 1: Functions used to determi® = s'I and ' inthe position  |earned model. The stiffness property (for the position-con

and orientation controllers. The variablesand o refer to the robot . . . .
position and orientation, respectively, troller) is also shown by superimposed belted-ellipsbids

_ : _ _ Note we show the stiffness only along the direction of at-

stiffness values' variance | traction. It indicates how much the robot should resist if

pos. | 100e %0kx'k; +g80e 20kx'k; 420 | 1 40:01 perturbed along the orthogonal directions to its motiore Th
orient. 3e 100ko'k? Lo 20ko'k2 4o %1 +0:01 robot interaction property along the direction of motion is

better described by the gradient of the potential, which are
indicated by green arrows. As expected the gradient remains
constant in most parts of the motion and vanishes at the tar-
share the workspace. As estimation and prediction of humaget,
movements may not be possible in all situations, it is essen- Figures 11@nd11dshow the execution of the task from
tial to have a safe controller such that even when the robaig gitferent initial conditions and their corresponding ve
collides with the human, it does not harm her (similarly to|qcity pro les. As can be seen the robot can reach the target
the situation when two co-workers may occasionally bumpy, 41| cases with precision in order of millimeters (mean:
into each other). 5.4mm, standard deviation: 1.2mm). This precision is more
We use operational space control to model the task. Wehan necessary for the task at hand; however, if required, be
consider two Controllers:cp to control the end-effector PoO- ter accuracy can be achieved by increagh@t points close
sition x and ¢ to control its orientatioro. We use axis to the target. The way the trajectories converge to each othe
angle representation to model the orientation. For this, tas right before the target is also noteworthy, which is due & th
we give a higher priority to the position controller and de-increase in the local stiffness (sEi. 11bfor visualisation
ne ¢= P+ NP 2, whereNP is the null-space matrix of stiffness). If we increase the stiffness further awayrfro
of the position controller. We start by rst collecting some the target, its effect will also be re ected on the trajeasr
examples of the task. In total, we collect four demonstraby converging to each other earlier.
tion trajectories. The collected trajectories are illagtd in

Fig. 11a Note that each demonstration captures informatior?afety in human-robot interaction: Figure 12illustrates

about both position and orientation. For clarity of the gur t.he safgty feature of our controller, in Wh'(?h the robot CO'_'
lides with the user during the task execution. The robot is

we only show the orientation at the initial and nal points.
completely unaware of the user's presence. Furthermare, th

We de ne the stiffness property to be low in most parts
. ._controller does not rely on force/torque measurements dur-
of the demonstrations to have a safe controller. We only in- . . : .
o . . ing the task execution. We run 10 trials of this experiment
crease it in a small region close to the target to improve the @ . L .
. . . . starting the robot from different initial conditions andvha
accuracy in reaching the target. To achieve this goal, we de-

ne the stiffness values using the exponential family func-"9 the user (intentionally) collide with the robot in difét

. o courses of the task. The impact force in all the trials are low
tions (as stated before, one could also collect this mfermaf - 488 073N
max — . . .

tion through human demonstrations). We choose the param- Note that in this experiment we considered a worst-case
eters ' to be inversely proportional to the desired stiffness : P L
cenario and showed that the robot is still safe to operate

at that point. Thus, points that have high stiffness have% ite inevitabl llisions with the human. In fact the-pr
smaller region of in uence, hence they could not generate espite inevitable coflisions € human. I factine-p

high force values (which could violate human safefig- &ossvd fko ntrolle;vl;;:nr?sr;ot;lotsh? nve ?ttr? pl clos?/\rlk':o;va\r/df tshharr
ble 1summarizes the functions used to de ne stiffness and 9 "0 <>Pace umans. INEVereless, whenever mere
. - . . is additional sensory information about the objects in the
smoothing parameter for the position and orientation con-" " . .
environment, our controller can be equipped with the state-

trollers. Based on the characteristics of the robot, we con-f th t techni ¢ d collisi Wi th
siderk 'k =5N andk 'k = 1:5N:m for the positionand 2’ 1o ot [eCNMNIGUES %o avoid coTision. We encourage e

orientation controllers, respectively. These values dgé h reader to check the accompanying video for an illustration

enough to overcome the joints friction, and low enough nof)f the result, the safety feature of our controller, and more

to cause injury if the robot suddenly collides with a humanexperlments (which for brevity were not reported here).

or other objects in the environment. . . )
6.3 Evaluation of Stiffness and Motion Control

Generalization to unseen situations\We use the trained ) .

models to execute the task starting from differentinitmic " S€ction 3we stated that the UMIC control policy allows
ditions. The robot is controlled at 500Hz, which indicatest® SeParately modify the impedance properties with no or
that our controller is computationally fast (the whole camp I!ttle C'hange n the. nominal motloq. In this section we quan-
tation is done in order of 16 on an Intel Core i7 83.5GHz U1y this property via a robot experiment on the LWR robot.
processor with 16GB of RAM)Figure 11bshows the robot 3 Ag we consider diagonal stiffness matrices of the f@m s' 1,
motion starting from an arbitrary con guration using the belted -ellipsoids are in fact circles.
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(a) Collection of four demonstrations through kinesthetic (b) Execution of the task from an arbitrary initial con gu-

teaching. ration.
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(c) Generalization of the task to unseen situations. (d) Velocity pro le of motions for the motions in (c).

Fig. 11: In this experiment, the LWR robot places a hammer onto a tolim (b), circles indicate the robot stiffness on the perpendicdilaction
to the motion, and green vectors show the gradient of thenfiatenergy. As can be seen(c), the robot could reach the box from various initial
con gurations (accuracy in order of millimiters). Pleasdar toSection 6.Zor more information.

troller can still be accurate (ség€g. 139, and 2) to allow

us to evaluate the effect of stiffness on the controller per-
formance through perturbing the robot in the middle of the
motion (we will elaborate this experiment later on in this

section).

We execute the motion with the same initial{mm er-
ror) and target points for each of the trained modEig-
ure 13cshows the robot trajectory and velocity pro les in
these 6 runs. We could observe that the nominal motion be-
tween these 6 models matches well, though each of them

encodes a different stiffness pro le.
Fig. 12: In this experiment, the robot is unaware of any object in the We further compare these 6 trained models in collision
workspace except the toolbox. It collides with the usermythe ex-

ecution of the task; however, due to its compliancy, the nmapaict with an unperceived object (sédg. 146) We rigidly xe'd
force in all the trials is lowf max = 4:88  0:73N. the object aty =  0:4m. We quantify two types of im-

pact force: 1) tha maximum impact for€gax , and 2) the

In this experiment the robot is taught to perform a reachingteady-state impact fordes. Generallyf nax > fss due
motion as depicted ifrig. 13a We train this motion with to the momentum of the robot at the time of impact. The
6 different stiffness pro les that are shown fig. 13h We  importance of evaluatinfmax is that it includes the accu-
also setk ( )k = 10N and ' = 0:01 for all the centers mulated effect of the robot dynamics from the initial to the
(notethat =[x vy z]"). impact time. We run each trained model 10 times with the

Note that as discussed Bection 6.2in reaching tasks Same initial ( Imm error) and target points, obtaining 60
it is considered optimal to increase the stiffness towaed thtrials in total.
end of movement to cope with model uncertainty and thusto  The statistics of the impact forces across all these tri-
increase accuracy in reaching the target point. In thisexpeals is shown inFig. 14c Despite great changes in stiffness
iment, we consider a bell-shaped pro le for stiffness footw between the trained models, there is a small difference in
reasons: 1) to illustrate that even at low stiffness our conthe impact forces (i.es %?5). Note that in this experiment
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(a) Placing a rigidly xed object on the robot path to evaluate fier-
formance of the trained models at collision.

[—o 50 —— 100 150 —— 200 250]
(a) The robot is trained to perform a reaching motion. 0.15F ‘ ‘ ‘ 3
T oif .
\,: 0.05f .
ok i i i i \ \ % -
0.1F
w
£ o |
\':l 0.1 -
(b) We consider 6 different stiffness proles along the demomst e
tion. Each stiffness proleS( ) = s( )l is dened by:s( ) = 0 0.05 01 015
50+ ae 4000 :4)? 42 f 0:50; 100; 150; 200; 250gN=m . y (m=s)
0.15F ; = - w ] (b) Trajectory and velocity pro le of the robot in the experintesith
=~ ol ] collision to an unperceived object. Each model is executedirtes,
§, running 60 trials in total.
N 0.05f
ok 15
= x 1
~ x
0.1r £ 13f X - . 1
e~ he x
@ 12l s s s s ‘
= oF 0 50 100 150 200 250
= 10— T T T T T
nl 0.1t —~ %
; ; i T — ; = % ]
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(c) Execution of the motion with the same initial tmm error) and ° 50 100 150 200 250
target points six times, each of which with one of the traineatlels. a(N=m)

For clarity, only the projected motion on tlgez plane illustrated as the

motion alongx-axis is negligible.

Fig. 13: Performance evaluation of UMIC in encoding six different

stiffness pro les, while following the same nominal motidwiote that
=[xy z]".Please refer t&ection 6.3or further information.

(c) Maximumf nax and steady-statiess impact force for each trained
model. The parameterin the stiffness pro le is de ned irFig. 13h

Fig. 14: Performance evaluation of the 6 trained UMIC model in
Fig. 13at collision with an unperceived object.

the object is posed so as the collision occurs only along the The results offi o May also seem counterintuitive be-
direction of the motion. Therefore idealistically we shibul cause one may expett.ax should increases as stiffness
havekf ssk = K nominat K = kr ( ©)k = k k = 10N, increases. First note that idealistically,ax should remain
where € refers to the contact point. However in this exper- xed across all the models. However, the difference in val-
iment the steady-state contact force is less than the ttainaies off 55 also directly affectd max . Furthermoref max
value 10N due to the fact that a small part of the appliedalso depends on the velocity pro le during the motion. In
force is used to overcome the (unmodelled) joints frictionmodels with low stiffness, the robot slightly deviates from
of the robot. In addition, as shown Eq. (12) k nominar kK the nominal motion due to uncertainties in the robot model.
depends on both}, and stiffness valueS'. Therefore, a Therefore, in these models bothominar  and agract  are
change in desired stiffness would affect the optimizatioraffecting the motion and thus the robot achieves slightly
problem given byEqg. (13)and thus yields a different so- higher velocity. By inspectindrig. 14h we could observe
lution. This is why inFig. 14cwe observe different values that the impact velocity is slightly higher for models with
for kf ssk for each model. lower stiffness, describing why the the max impact force is
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higher in these models. As stiffness increases, these-deviandD ( ) = 2 P s( )l N:s=m. Figure 15bleft illustrates
tions are more suppressed, and thereby the robot more prire s( ) in the range between 1 1 0. Since TVIC
cisely follows the nominal motion. This can also be veri ed de nes the impedance properties as a function of time, we
by noticing that the slope of tHenax plot convergesto zero compute the equivalent af( ) in the time domain based
as the stiffness increases. on the desired trajectory?(t) (seeFig. 15bright). Unless
otherwise speci ed, throughout this section we use the term
“desired behavior' to refer to “desired tracking perforogn
for TVIC and SVIC, and to “following the nominal motion’
7.1 UMIC vs. other Varying Impedance Control Schemes for UMIC.

7 Discussion

UMIC provides us with a time-invariant variable impedanceSafety to presence of unperceived objectse rst eval-
controller to control the robot. There are however two othetate the difference between TVIC, SVIC, and UMIC in the
types of variable impedance controls that are commonly usgfésence of an unperceived obstacle. When robots work in
in literature for tracking aeference trajectoryl) Time-varying Unstructured environment, tracking all the objects in tioekw
Variable Impedance Control (TVIC)B{chli et al, 2011,  SPaceis non-trivial. Moreover, installation of tactiledeforce
Ferraguti et al.2013 Kronander and Billard2013, and ~ Sensors throughout the robot body is currently costly and
2) State-varyingvariable Impedance Control (SvICPpgt,  dif cult. Hence, it is essential to have a control law that is
2008. There are a number of structural differences betweefPbust and safe when colliding with an unperceived object.
UMIC, TVIC, and SVIC, which make each of them more  Figure 15cshows a scenario where an object is placed at

suitable in certain applications. In this section, we aims aX = 0:5m. Since both TVIC and SVIC relies on tracking
providing an objective comparison between these three ajttime-indexed trajectory, they start applying a contirsipu
proaches. increasing force after the collision with the obstacle.sThi

TVIC and SVIC can be used in two modes, regulator andorce reaches a peak that is more than 10 times larger than
tracking modes. The latter is a more generic form, where ywhat the robot experience in the absence of obstacle. This
time-indexed trajectory 9(t) can be tracked. In our com- force could potentially result in the robot breakage or dam-
parison we consider this model as it is closer to the UtIC agding the collided object.

When tracking a time-indexed trajectory, TVIC and SviC ~ Note that since in SVIC the stiffness property is state-
control laws are as follows: varying, the increase in force linearly increases withkekié

xk, whereas in TVIC the desired stiffness also increases with
me= M () DM(= A1) S) d(t)) time (in this example). This is the reason why the applied
(18) force in TVIC is even larger than SVIC. In contrast, UMIC
_ od d d is a time-invariant system and thus when gets stuck behind
we= M) DOX= =) SCOX (1) the obstacle, it applies a constant low force based on the de-
a9 .
signed parameters. In this example, we use 20N, and
Note that, as mentioned before, we consider an impedanggs the applied force BON .
control law that does not reshape the inherent inertia of the  Tv|c and SVIC-based methods could adopt a heuristic
robot. However, the results herein extend also to the casg avoid inducing a large force. An example of such heuris-
where a desired apparent inertia is implemented via forcajcs is to threshold the control command at a desired (low)
feedback. To better illustrate the difference betweenethes 5, e. Although this heuristic could alleviate the problefn
approaches, we consider a toy example, where a point-maggge contact force, it may not be suitable for tasks that re-
robot is required to move on a straight line to reach a goduire continuous contact with the environment. To perform
position. The robot mass Ig. Without loss of generality, - these tasks properly, one should apt for a variable thresh-
let us assume the initial and nal points are &=1 1,01 olding strategy. An example of such heuristic is to change
and = [0;0]. We designed a smooth trajector{(t) com-  the value of the threshold based on the end-effector posi-
posed 0f501 points between these two points. This trajec-tion, Such heuristics could be hand-tuned to work in prac-
tory and its velocity pro le are illustrated ifrig. 15a We jce; however, providing a theoretical proof for such cdses
use this trajectory as the reference trajectory in TVIC angjif cylt (if not impossible).
SVIC, and as the training demonstration in UMIC. We also  another behavior that can be observed in time-varying
consider the following stiffness and damping pro les in the approaches is that there is an instant jump in the robot mo-
domain 1 1 0O,where ;referstothe 25" component tjon right after the obstacle clears the path. This jump is du
ofthe vector : S( )= s( )I,s( )= 400 {+500N=m, {0 the fact that the robot tries to catch-up with the refeeenc
4 Regulator case simply results in a motion that directly goehe trajectory, and as a result it induces a large acceleratidn a

target point. Thus, it does not have the capability to follcomplex ~ SKiPs @ portion of the trajectory. In contrast, when using a
patterns such as the ones illustrateig. 1Q time-invariant approach, the robot follows the desirechpat
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(b) The desired state-varying stiffness (left) and its eqentl ¢ 0-6
time-varying stiffness computed based on the desiredctraje (seq
tory. (c) Behavior of the system in the presence of an unperceiveéadbst

Fig. 15: Comparison between TVIC, SVIC, and UMIC in the presence afrgrerceived obstacle. Since both TVIC and SVIC relies arking a
time-indexed trajectory, they start applying a continlpirscreasing force after the collision with the obstaclethis example, this force reaches
a peak that is more than 10 times larger than what the robailysexerts in the absence of obstacle. In contrast, UMICtisya-invariant system
and thus when gets stuck behind the obstacle, it appliesstartdriow force based on the designed parameters. In thisgigawe use = 20N,
and thus the applied force 20N .

when the obstacle is cleared without imposing any large adurn, etc.), each of which can be modeled as a UMIC primi-
celeration. We would like to point out that depending on thetive.

task, the aforementioned behavior can be seen as a feattﬁ%
or shortcoming and thus it is up to the user to choose th
proper strategy based on the requirement of the task.

sponse to perturbations:Figure 16shows the behavior
61 all the three control policies when perturbed alongythe
axis. The perturbation imposes the velocityloi=s along
Motion Complexity: Both SVIC and TVIC are capable of the negativey-axis att = 0:2s. All the 3 controllers suc-
tracking a complex-shaped pattern as long as its stabdity ¢ cessfully recover from this perturbation and return to tee d
be ensured. Since UMIC tries to build a generic model ofired behavior. Thus, in this regard they all behave sityilar
the task as a time-invariant system, it imposes some corif the perturbation happens along the direction perpendicu
straints on the type of motion that can be modeled: the mdar to the desired direction of motion. Note that the lower
tion should be clearly de nable in the state-space. MoregpeVvalue of y in UMIC is due to its lower damping value com-
ically, UMIC cannot model any pattern that has self-intetism pared to TVIC and SVIC (recall that the damping values are
due to the ambiguity that arises at the intersection pointearned in UMIC).

Similarly, it cannot model cyclic patterns or those thatédav Stability analysis: Stability of both TVIC and SVIC need to
overlapping segments. One heuristic to model these typgg, ey ajuated based on the given desired trajectory. In gener
of motions is to decompose them into two or more segmentgis eyaluation is hard and requires thorough consideratio
and model each part with a separate UMIC model. Howeveghermore, it is a time-consuming process as one needs to

special consideration should be taken at switching betwee,yq the evaluation if the desired trajectory needs to be sig
the segments. Note that since UMIC is based on second of; cantly modi ed. Hence, this imposes a major limitation
der differential equa.ltlor)s, the. continuity in velocity da@  , the applicability of TVIC and SVIC in dynamic tasks,
preserved at the switching points. where objects in the workspace may move and thus the robot
We would like to point out that UMIC is a primitive- needs to adapt accordingly. UMIC is by construction de-
based approach and should not be confused with path plasigned to be globally stable (i.e. bounded-input-bounded-
ning techniques. Primitives should be considered as mgjldi output) as long as the continuity assumption is not violated
blocks from which more advanced robot tasks can be formeth all our experiments, with a control frequency equal or
(Schaal1999. For example, consider the task of lawn mow- greater thafbs00Hz, this assumption remained valid. This is
ing. Instead of modelling the lawn mower pattern as a singlen important feature as it ensures the task safety in the robo
primitive, this pattern should be decomposed into a set ofvorkspace instead of around a reference trajectory. To ob-
meaningful segments (e.g. straight line motion, 90 degredsin asymptotic stability at the target, we need to learn the
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UMIC parameters by solving two constrained convex opti- [ —— nominal motion —6— UMIC — = TVIC —%— SVIC
mization problems. Compared to TVIC and SVIC, thisis an _ 008 perturbation along yoaxis ‘
additional step that needs to be taken. A e——— N DN
Adaptation to changing environments:The ability to adapt >‘_0 o w ‘ ‘ ‘

to changes in the environment is an important feature fo 0 02 o4 o6 08 ! 1.2
robots that are going to operate in uncontrolled workspacem o AN PN USEDUSD U

In this regard, following a time-indexed trajectory impsse E os "e”“”’a“"iy : : |
a great limitation on the robot, as this reference trajgctor > | ‘

may not be adapted in realtime. In addition, even if the robo 0 02 o4 o6 08 ! 12
is equipped with a fast planning technique that could cre - zg \ < ~perturbation along y-axis
ate a new reference-trajectory on-the- y, there are stithe ~ 10}
concerns about stability of the variable impedance coletrol "' ©
around this reference trajectory (which is hard to veriBy). 0 02 04 ¢ (‘;Ge 9
integrating motion generation and variable impedance cor-

. . . Fig. 16: Comparison between TVIC, SVIC, and UMIC when perturbed
trol, UMIC can adapt instantly to changes in the enVlron'along the direction perpendicular to the desired directbmotion.

ment by taking a new path to the target. In this example the desired direction of motion is alongxis and a
velocity perturbation ofim/s is applied along negatiweaxis. All the
3 controllers successfully recover from this perturbatmal return to
7.2 UMIC vs. Trajectory Tracking the desired behavior.

0.8 1 1.2

The UMIC controller should not be confused with a track-
ing controller. Considering our toy examplefilg. 156 if  via-point approach, especially in the presence of multiple
the motion starts at = 0:6m, a tracking controller rst  gemonstrations.

pushes the robot towards the beginning of the reference tra-

jectory atx =  1m, trying to reproduce the whole desired
motion. In contrast, the UMIC controller just pushes the

robot towards the target point = 0 following the nom-  Inall our experiments the origin of the reference coordisat
inal motion, ignoring a part of motion from = 1to system is attached to the target, i.e.= 0. All the center

x = 0:6m. If it is important to exactly reproduce the de- points ' as well as the robot motion are de ned with respect
sired pattern, then we could place the origin of the framdO this frame. Such representation makes the parameters of

of reference at the initial point (instead of placing it oe th the control policy invariant to changes in the target poaiti
target). (Khansari-Zadeh and Billar@011). Furthermore, it simpli-

Furthermore, although a time-indexed trajectory can be®S the notation and reduces the number of operations when

used as a reference trajectory to train UMIC, the centers jfOMputing the torque command without imposing any limi-

UMIC should not be misunderstood with points in a time-tation.
indexed trajectory. A point in a reference trajectory only
appears at a certain time in a time-space coordinates syé-4 Multiple Demonstrations
tem, and disappears after that, whereas the centers in UMICet us consider an example where the robot should follow a
are always present in a time-space coordinates though theleshaped pattern (ségg. 179. The user could provide one
effect might be negligible due to the distance to the quenpr several demonstrations of this pattern; both can be used
point. to train the UMIC control policy. When providing several
Moreover, the centers in the UMIC are not via-points. demonstrations of the same pattern, the learning algorithm
By de nition, a via-point imposes constraints on the robot nds a compromise across all the demonstrations, hence can
to pass through it. The time order of via points is also im-better handle the inevitable noise in each demonstratiow-H
portant and they cannot be skipped. Therefore, a via-poirgver, in this case none of the demonstrations is represent-
approach can be pictured as a set of overlapping funnelg)g the nominal motion, which could make it dif cult for
in which the motion starts from one funnel and is guidedthe user to debug. Alternatively, one can generate a single
to the next funnel at the via-poinKbansari-Zadeh2012.  main demonstration out of the provided demonstrations, and
Hence, it is represented in the time-space coordinates syselely use that to train the UMIC controller. By doing so, we
tem. In UMIC, the motion is not forced to pass through thecould take the advantage of using several demonstrations to
centers even when high-stiffness is used. There is no éxplichandle the noise, while having a simple model that can be
time order for them and thus some of them may be skippedasily debugged. This procedure can be used when there
depending on the state of the robot. ConsideRitg 9, one  are several demonstrations of a single pattern that are suf-
can clearly distinguish the difference between UMIC and aciently close to each other.

7.3 Choice of Reference Frame
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with hard surfacesWolf and Hirzinger 2008. We would
like to point out that solely using a low-stiffness conteoll
does not guarantee human safety when the robot is operat-
ing at high speed. The peak impact force is a function of the
impact velocity and is larger than the steady-state contact
force (see for instanciig. 149. Therefore, special consid-
eration should be taken if the robot is moving at high speeds,
and thus one should adopt a collision detection strategy and
0 lezmm) 20 0 0 Xuzmm) 20 30 appropriate reaction methods to ensure human safteg{
dadin et al.2008.

¥ (mm)

(a) One or several demonstrations can be provided to train éespad-

tern.Right: When there are several demonstrations, it is easier to@andl|

the noise-inherent in each demonstration. However, it iserdd cult to

determine the nominal motion (in contrast to the single destration). 8 Related Work

Left: To have the best of both worlds, we could rst generate a esfee . . . . . .
demonstration out of the provided several demonstratiamg,use that This paper lies at the intersection of four research dioesti

to train the UMIC controller. namely: potential elds, movement primitives, impedance

- control, and robot learning. IBections 8.1o 8.3 we pro-

25f ‘ ‘ vide an overall account of research in the rst three topics.

zo\ j / In Section 8.4we review in detail the most relevant work
~ : // 7~  to this paper, which in fact address the problem of learn-
£ 12/ /‘/ ing potential elds, primitives, and/or (variable) impauze
> B — — controllers.

5 i

10 /j \/ B 5 8.1 Potential Fields

L 0 o 5 m 2 =~ The Potential eld approach is one of the earliest works on

x (mm) feedback motion plannindhatib, 1986). In this approach,

(b) When there are several demonstrations of multiple paitesisve the robot is considered as a particle, and its workspace is de
generate a reference_ demonstration for each pattern (stblack  gcriped by a global potential function that its gradientigsi
cross), and then train the UMIC controller based on thesereate the robot to the target point. Mor i cally. the alobal
demonstrations. In this example, theand the trapezoid patterns are e .0 0 0_ e_a getpoint. More spect cally, gg oba p'
provided with four and three demonstrationsy respective|y tent|a| funC'[IOﬂ IS de ned as a sum Of an attractive pOtdntla
Fig. 17: Learning single and multiple patterns from demonstratitms funCt!on located at t_he target, and a set (?f rePUIS'Ve piztent
this example, the target point is shown by a black star, antbdstra-  functions representing obstacles. The direction of theenov
tions are illustrated by red circles. ment (i.e. the gradient direction) is thus governed by the ne
force induced due to the presence of all these elds. Poten-

tial functions are subject to local minima, i.e. they cannot
When there are more than one patterns, we could crealg o re the target is always reachable.

a reference demonstration out of the corresponding demon- A potential function that is free from local minima is
strations of each pattern, and then use these referencmdem@a”ed navigation functionRimon and Koditscheki992)

strations to train the controller. For examfg. 17b§hoyvs Harmonic potential functionskgm and Khosla 1992 and
a controller composed of two patterns, each of wh|ch IS repg,st Marching SquaréSomez et al.2012 are two known
resented by a single refer.ence demonstratlon. In th!s eXarﬂl’;\vigation functions. Harmonic Potential functions are in
ple, thed and the trapgzmd patterr!s are provided with fourSpired by the description of the dynamics of some physical
and three demonsrations, respectively. processes such as heat transfer or uid ow. Despite ensur-
ing global convergence to the target, construction of actexa
7.5 On the Topic of Safety navigation function is limited to simple environments with
This paper approaches the topic of “safety' through employebstacles of speci ¢ shapes. Approximate methods based on
ing a variable impedance strategy. In essence, the robet cordiscretized space overcome this limitation but at the cbst o
pliance plays an important role in enhancing safety to théeing computationally more expensigréck et al, 2008).
human userKishi et al, 2012 Wolf and Hirzingey 2008  Potential elds is a well studied research topic, and review
Zinn et al, 2004). Using low stiffness is especially helpful of all existing approaches is beyond the scope of this paper.
in regions where there is a large uncertainty in perceivindgn Section 8.4ve review the works that are related to this pa-
the environment and thus a high chance of collision withper, i.e. those that address the problem of learning patenti
unperceived objects. Compliance is also an adequate coufunctions. We refer interested readers khénsari-Zadeh
termeasure to protect the robot during rigid and fast ingpact2012 Koditschek 1989 for a more general overview of po-
tential elds approaches.
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8.2 Movement Primitives tracking impedance controller is present&hnesh et al.
To perform a wide variety of tasks in unstructured envi-(2012 describe an adaptive approach to guarantee stability
ronments, the idea of movement primitives has been inve&f their variable impedance controller. All these apprazch
tigated in robotics in the past two decad@llard et al, analyze stability for cases where the reference trajedsory
2008 Schaal 1999. Movement primitives in essence can X€d throughoutthe motion.
be seen as a basis from which more advanced robot tasks
can be formed by sequencing or superimposing them. Each4 Robot Learning
movement primitive codes a behavior (such as reaching for ganual programming of robot motions often requires a large
cup, swinging a golf club, etc.) with a set of autonomous olamount of engineering knowledge about both the task and
non-autonomous differential equatiori&llard et al, 2008 the robot and, above that, it can become particularly non-
ljspeert etal.2002 Khansari-Zadeh and Billar@011). These intuitive when dealing with high degrees of freedom robotic
techniques are often referred to as Dynamical System-basegstems or ful lling requirements of complex tasks. Leaigh
approaches since they directly de ne a robot motion withhased approaches appear as a promising route to automate
a differential equation (as opposed to the potential eld ap this phase by having the robot actually learn how to perform
proaches that rst de ne an energy function and then takea desired task. Imitation learning and reinforcement learn
its gradient to generate the motion). ing are two well-known techniques to learn robot motions.
Among dynamical system approaches Dynamic MoveRobot learning has been used in various applications. $n thi
ment Primitives (DMP)lfspeert et al.2002 Muelling etal,  paper we solely review the works that are related to either
2013 Ude et al, 2010, Stable Estimator of Dynamical Sys- learning potential elds, primitives, or (variable) impauice
tems Khansari-Zadeh and Billard?2011) and its variants controllers.
(Khansari-Zadeh and Billar@012 2014, and Gaussian Mix-  Several approaches consider the problem of learning inmueda
ture MethodsCalinon et al.2010a201% Gribovskayaetal. parametersCohen and FlastiL991) propose an impedance
2010 are noteworthy. The movement primitives approachesgearning strategy based on associative search network for
operate in "closed-loop" and thus provide realtime adaptatasks in contact. They applied this approach on the task of
tion to changes in dynamic environments. The major bodyviping a surface with unknown geometkim et al. (2010
of work in movement primitives has been focused on freeconsider an impedance control strategy based on a human
space motions and thus do not consider robot interactiomotor control theory, the equilibrium point control model,
with the environment. More recently, a few works aim to in-and use reinforcement learning to optimize the performance
troduce interaction control into movement primitives. $&e  of the task in contact.i et al. (2014 investigate impedance

works will be reviewed irSection 8.4 control for object manipulation at two levels of impedance
_ for stable grasping and impedance for object manipulation.
8.3 Variable Impedance Control They propose an imitation learning algorithm to learning th

Impedance controlHogan 1985 is one of the prominent desired object's manipulation stiffness from human demon-
interaction control approaches, where the relationship bestration.Howard et al.(2013 present an inverse optimal
tween the manipulator position and contact force is relatedontrol to extract the objective of a demonstrated behavior
through tunable impedance parameters. Impedance contrior a given task, and then use a reinforcement learning tech-
can be achieved from two directions: passively through-hardique to transfer the user impedance strategy to a variable
ware design or actively through the controller. In this pape impedance robot.
we focus on the problem of active impedance control. In  To provide realtime adaptation to changes in dynamic
classical impedance control, the impedance properties (i.environments, a new body of research is directed at using
stiffness, damping, and mass matrices) are considered xetthe combination of variable impedance control with move-
throughout the task. Recent approaches employ a variabieent primitives. These works are also closest to this paper a
impedance control law with the aim to provide higher per-they deal with both motion generation and impedance con-
formance, ef ciency, and human safe@gnesh etal2012  trol. Calinon et al(2010H propose an imitation learning ap-
Kronander and Billard2013 Mitrovic et al., 2011). proach to model robot motions with dynamical systems and
Stability analysis of variable impedance control is non-formulate the stiffness matrix to be inversely proportiona
trivial and is only evaluated in a few works. Iir¢rraguti  to the observed covariance in the demonstrations. A similar
et al, 2013, a passivity-based approach is proposed to enformulation is used inkormushev et a.2010 with the dif-
sure stability of a time-varying impedance controller. 'hi ference that the impedance parameters are estimated throug
method evaluates the power balance of the robot and ensuraseinforcement learning approach (as opposed to learning
that the amount of energy pumped into the system is alwaysom demonstrations)Stulp et al.(2012 andBuchli et al.
less than the dissipated energy, and thus the system remait2011) also take a reinforcement learning approach to esti-
passive. Inllee and Bus2008), stability analysis of aforce mate the variable impedance control law for a given task.
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Despite the importance of ensuring stability of the systentroller without sacri cing accuracy in reaching the nal jpd.
(especially when robots must perform tasks in dynamicallyin addition, we proposed a learning algorithm based on solv-
changing environments or in the vicinity of humans), ex-ing two convex-quadratic optimizations to build an estienat
isting works either do not perform such stability analysisof UMIC from human demonstrations. UMIC is non-parametric
(Calinon et al.2010h Kronander and Billard2013 oronly  and is capable of encoding complex behaviors. Furthermore,
evaluate it numerically along a particular desired trajgct it has guaranteed stability in contact with passive environ
using reinforcement learning techniques (i.e. considgdon  ments, and is computationally fast for implementation on
cal stability) Buchli et al, 2011 Kormushev et a.201Q  robots.
Stulp et al, 2012. We evaluated the performance of our learning algorithm
The research in learning potential elds has been mostlhon a library of human handwriting motions and on the 7-
focused on mobile navigatio@omez et al(2012 propose DOF KUKA LWR arm. We showed that our controller is
an imitation learning algorithm to build a potential furmeti  capable of encoding complex patterns as long as they can
represented by Fast Marching Square, from a set of humare disambiguately de ned in the state space. In the robot
demonstrations. They evaluate their approach on a set ekperiment we considered a worst-case scenario in which
2D examples, with special focus on mobile navigati®ipe  the robot can only sense the target position, hence no obsta-
(2000 considers the problem of autonomously acquiring acle avoidance or evasive strategy can be performed to avoid
2D potential eld with the goal to represent a cognitive map.collision with human and other objects in the environment.
They use radial basis function neural networks to store th&hrough this experiment we highlighted the capability of
explored mapHoward et al.(2010 present an approach to our controller to safely execute the task and preciselytreac
learn a potential function from a set of constrained motionghe target point if it is feasible. Furthermore, we showeat th
with the aim to generalize across different constraint® Thdespite unifying motion generation and variable impedance
main difference between the proposed approach and thesentrol, our controller still allows customizing each beha
works is that UMIC can additionally encapsulate explicitin ior (i.e. motion or interaction) separately.
formation on the robot's interaction properties, i.e.fatiks We also provided a comparison between UMIC and two
and damping matrices, in the potential function. In othercommonly used active variable impedance control techisique
words, our approach presents a potential eld that could achighlighting the pros and cons of our approaches compared
count for both the robot motion and its interaction with theto these methods. Our approach outperforms these teclsnique
environment. Apart from this major difference, UMIC could with the ability to adapt to changing environments as well
encode the task dynamics (i.e. following a speci ¢ veloc-as providing a better safety margin in collision with unper-
ity pro le) by learning damping parameters; an importantceived objects. Future works are directed at extending our
feature which allows to generate more-natural looking mocontroller to perform tooling and assembly tasks, where ad-
tions that truly replicates the desired motion (as showhént ditional constraints need to be considered to successiily
demonstration). Furthermore, the proposed controllenall  ecute the task.
to represent complex-shaped potential functions without a
need to discretize the state space. The computational com-
plexity of UMIC scales linearly with dimension, hence can Acknowledgments
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whereH 2 RTT is a symmetric positive semi-de nite matPix B Stability Proof

C2RTT andG2 RYT arefullrank matricedy 2 RT ,g 2 RY,
andhg is a scalar independent of.

In this appendix, we provide the formulation to compute the c
ef cients of this quadratic optimization function as givey Eq. (20)

For a manipulator withl generalized degrees of freedon2 RY, the
robot dynamics (whether in operational or joint space) camdpre-
sented byKhatib, 1995 Ott, 2008 Siciliano et al, 2009:

The rst step to reach our goal is to transform the term ( '; )
into the formA’  + b, whereAl 2 RYT andb 2 RY.Letus M ( )"+ C(;)+09()= + ex (26)
de ne:

whereM () 2 RY 9 s the inertia matrixC( ; ) 2 RY 9 isthe

ey Coriolis/centrifugal matrixg( ) is the gravitational force, represents
.= (" (21a) : i :

( %)2 the actuators generalized force, angk is the external generalized

< force applied to the robot by the environment.

i ik (21b) Similarly to an impedance controller, the actuators gdizemd
force in our control setting is composed of two terms: thevigaéional

k1:1 termg( ) to compensate for the weight of the robot and the controller
ik — E( [ KT gk k) (21c)  term . to perform the task:

then we have: = .+9() (27)
Al = T Ry ToRT ey d (22a) To verify stability of UMIC, we use the following de nition o

X passivity, taken from&lotine and Lj 1991):
bi - ik ik !~k ( i ) ik i + Sk ( i k) (22b)

k=1 De nition 1 A system with input efforty and output owy is passive

if it satis es:
The desired gradient for theth data point is also given by (see

Section 4. To account for all the points in the data set, we concaeenat\L =VvTy n 28)

the matricesA ', vectorsb' and ' into a bigger matrixA 2 RT 4T

d d.
and vectord 2 R" ¢ and 2 RT ¢ for some lower bounded scalar functioisandn 0.

A= (AHT (AT T (23a) In our setting, the effort isex; and the ow is —. To ensure pas-
b= bl pT T (23b) sivity/stability of our controller, we de ne the followingandidate Lya-
. punov function:
= ! T (23c)
1
Then we could obtain the equivalent®6|. (13a)in the quadratic V( ; )= ( )+ =M () (29)
fom2 TH +hT +ho: 2
Taking the time-derivative o¥ ( ; ields:
H=2ATA (24a) g iy
h=2AT({ ) (24b) 1
ho:(b )T(b ) (24C) \L(,_): —Tr ()+—TM().+§—TM—(7—)— (30)
The matrixCin Eq. (20b)can be computed by: The termM () ° can be obtained by rearrangifgj. (26)
8
2 1 i=j .
Cij - 1 i = ] 1:i2 (25) M ( ) = + ext C( -—)— g( ) (31)
S ;
"0 otherwise Furthermore fronEgs. (1)and(27), we have = .+ g( ) =

r () ( ; 9+ g( ). Considering this and the skew-symmetric

whereCl refers to the component in thieth row andj -th column of ~ propertyM_( ; ) 2C( ; 9, Eq. (31)can be simpli ed to:
C,and isthe set of indices that corresponds to the last point df eac

demonstration trajectory. V(:d= T () T e
The matrixG and vectog in Eq. (20c)are in fact equal td T and ) )
b , respectively. This is due to the fact that the last pointaxfre I D' 1 e
demonstration trajectory is in fact the target point, hente = . | i (z }
Note that as we hawd trajectories, we could use any of the avail- n( i3 0
ableA' andb',i 2  to obtainG and vectorg. Here for simplicity T
we use the last point of the last trajectory which by consioachas = n(;I+ — ext (32)

the indexT . )

Note thatn( ; ) O becausd' are positive de nite matrices
5 Note that depending on the value of, the matrixd may have ~ and by constructioi' () > 0. Hence, followingDe nition 1, UMIC
one or more small eigenvalues (10 °). Their associated eigen- yields a passive map from the external generalized fordestoelocity
vectors correspond to indifference to shift in hence there could be  ©f the manipulator.

in nite equally optimal solutions. Among these solutionge choose
the one with minimum norm.
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